
1   EASY CONFIG version “A.xx.xx” is used on Vectra 486T PCs.
2   BIOS Ver. Date Description Kit Part No. Min Setup
3   Vectra 486 & 486T PCs
4   HP Vectra 486 and 486/25T PCs
5   G.03.01
6   G.03.02
7   Feb 90
8   Jun 90
9   First release

10   Support for HP D1679A & D1680A
11   Support for VMI video board
12   Fixes problems with IBM
13   monochrome board, INT 15
14   Mouse drive and memory count
15   which does not display on the
16   correct row
17   —
18   —
19   EC* version
20   A.02.01
21   G.03.03 Sep 90 Provides fixes for:
22   Banyan Vines/386 network
23   software
24   TI “Cezanne” Hi Res video board,
25   Matrox video board & Western
26   Digital 8514A Hi Res video board
27   Western Digital Filecard
28   —
29   G.03.04 - Not available —
30   G.03.05 Feb 91 Supports larger than 528 MB
31   volumes on 670 MB internal ESDI
32   hard-disk.
33   Fixes Quadtel EMM driver and
34   Memory miss-compare POST
35   errors due to incomplete EISA
36   initialization
37   —
38   G.03.06 May 91 Fixes boot failures during POST
39   due to coprocessor hanging
40   D2226-83004
41   G.03.07 Nov 91 Supports D1681A shipped from
42   Nov 15, 91 and the new versions of
43   HPMM.SYS and RELOCATE.SYS
44   which does not load if DOS 5.0 is
45   found.
46   D2226-83005
47   G.03.09 Jun 92 Fixes problems associated with
48   coprocessor, EISA ports, 8042
49   keyboard, and improves hard disk
50   R/W Access.
51   D2226-83006
52   *EC: EASY CONFIG on Vectra 486T PCs.
53   BIOS Ver. Date Description Kit Part No. Min Setup
54   HP Vectra 486/33T PC
55   K.03.01 Feb 91 Not available — EC* version
56   A.02.01
57   K.03.02 Apr 91 Supports hard-disk volumes larger
58   than 528 MB on the 670 MB
59   internal ESDI hard-disk
60   Fixes problems with HP-HIL board
61   and coprocessor hanging.
62   D2237-83001
63   K.03.03 Nov 91 Supports D1681A shipped from
64   Nov 15, 91 and new versions of
65   HPMM.SYS and RELOCATE.SYS
66   which does not load if DOS 5.0 is
67   found.
68   D2237-83002
69   K.03.05 June 92 Same as G.03.09 (486 and



70   486/25T)
71   D2237-83003
72   *EC: EASY CONFIG on Vectra 486T PCs.


