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Marepunckas miiara SIS-496-497

COLOR JUMPER CAPS CLASSIFICATION:

1. White---v.c—.CPIS Type Selection.

2. Yellow-System Clock Selaction. ~
jﬁ. Red--..----.-...Roguiator Voitage Salaction.
4. Black--——--Factory Satting.
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CPY type
486DX5v)
4365X

| P type P25 T

43B0XI5V)
4B65X

CPH typa
PZAT
P24D
S-SERIES

CPY type
P24Y
P240
S-SERIES

P type

“Enhanced AmAS6
AmASEDXL3.45V]

CPU type
Enhanzed Am4l6
Amd86DXL{3.45V}

i34 1.2 48B1X4; 2.3 4860X2}
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LPU Voltage
BY 1-2 opEn
3.45V 3 1.3,24

4V

2-2 SIM MOBULES INSTALLATION

The SiS 486 PLIISA mainboard can be expanded from 1MB to 256MB by using
256K, 1MB, 2MB, 4MB, 8MB, 16MB, 32M8, and B4MB of 72-pin SIM module.

# "Free Table" feature is offered for main memory configuration, The product
works with one SIMM plugs into any SIMM sockets.

2-3 SRAM INSTALLATION

This mainboard can support cache memory fromt28K ta 512K bytes with the

types of 32KX8, B4KX8, or 128KX8 SHAM,

Cache Configuration Size

TAE SRAM
(21}

JATA SRAM

{t17-20

gKX8

32KX8

J2KX%8

B4XXE

JZKX3

128KX5
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