
Model: LX6 (V1.0), LX6C (V1.1)

Bios Issue Date: (1999/12/21)
BIOS ID: PZ Beta

   1. Supports up to Celeron 533 (66FSB, PPGA).
   2. Celeron 533A, 566, 600 (66FSB, FC-PGA) compatible via ABIT SlotKET III adapter 
card, cannot boot off via Iwill Slocket II.
   3. Windows 2000 not ready yet.

Bios Issue Date: 1998/11/12
BIOS ID: LY

   1. Supports Intel Celeron 466Mhz CPU.
   2. Fixes the password function.
   3. Fixes the Y2K RTC function.

Bios Issue Date: 1998/12/28
BIOS ID: HG

   1. Supports socket 370 CPUs up to the Celeron 400Mhz.
   2. Fixes the Microsoft Elite K/B number lock key problem.
   3. Supports the Intel Celeron 300A.
   4. Fixes the problem of the system not regonizing the NEC ATAPI ZIP drive in 
Windows 95 as an IDE drive.

Bios Issue Date: 1998/07/21
BIOS ID: DY

   1. Adds the "Init Display First" option in the BIOS for choosing the primary 
display

Bios Issue Date: 1998/05/18
BIOS ID: DR

   1. Support Intel Celeron CPU
   2. Fix while IDE1 with Ultra-DMA CDROM and IDE2 with HDD,System Configuration 
information box shows un-recogazine characters

Bios Issue Date: 1998/02/19
BIOS ID: 7T

   1. Update for Pentium II 333MHz.
   2. Adds assign IRQ for USB option

Bios Issue Date: 1997/11/06
BIOS ID: 7Q

   1. This BIOS can be used by LX6 V1.0/V1.1

Bios Issue Date: 1997/10/28
BIOS ID: 7H

   1. New Releas also supports LX6 1.0

Bios Issue Date: 1997/10/15
BIOS ID: 6Q

   1. Release BIOS


