
 i

MSI   
MICRO-STAR INTERNATIONAL 

MS-6337 LE5 ATX Mainboard 
 
 
 
 

 
 
 
 
 

Version 5.0 
G52-MA00370 

 



 ii

 
Manual Rev: 5.0 
Release Date: May 2001 
 

 
FCC-B Radio Frequency Interference Statement 
 
This equipment has been tested and found to comply with the limits for a 
class B digital device, pursuant to part 15 of the FCC rules. These limits are 
designed to provide reasonable protection against harmful interference 
when the equipment is operated in a commercial environment. This 
equipment generates, uses and can radiate radio frequency energy and, if 
not installed and used in accordance with the instruction manual, may cause 
harmful interference to radio communications. Operation of this equipment in 
a residential area is likely to cause harmful interference, in which case the 
user will be required to correct the interference at his own expense. 
 
Notice 1 
The changes or modifications not expressly approved by the party 
responsible for compliance could void the user's authority to operate the 
equipment. 
 
Notice 2 
Shielded interface cables and A.C. power cord, if any, must be used in order 
to comply with the emission limits. 
 
VOIR LA NOTICE D'INSTALLATION AVANT DE RACCORDER AU 
RESEAU. 
 

Micro-Star International   MS-6337 LE5  
 

  
 

For Home or Office Use 

Tested to comply 
with FCC Standard 
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Edition 
 
May 2001 
 
Copyright Notice 
 
The material in this document is the intellectual property of 
MICRO-STAR INTERNATIONAL. We take every care in the 
preparation of this document, but no guarantee is given as to the 
correctness of its contents. Our products are under continual 
improvement and we reserve the right to make changes without 
notice. 
 
Trademarks 
 
All trademarks used in this manual are the property of their 
respective owners. 
 
Intel and Pentium are registered trademarks of Intel Corporation. 
PS/2 and OS/2 are registered trademarks of IBM Corporation. 
Windows 95 and Windows NT are registered trademarks of Microsoft. 
Netware is a registered trademark of Novell. 
Award is a registered trademark of Award Software Inc.  
 
Revision History 
 
Revision   Revision History           Date 
5.0   First release for 5.X PCB          May 2001 
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Safety Instructions  
 
1. Always read the safety instructions carefully. 
2. Keep this User’s Manual for future reference. 
3. Keep this equipment away from humidity. 
4. Lay this equipment on a reliable flat surface before setting it up. 
5. The openings on the enclosure are for air convection hence protects the 

equipment from overheating.  DO NOT COVER THE OPENINGS. 
6. Make sure the voltage of the power source and adjust properly 

110/220V before connecting the equipment to the power inlet. 
7. Place the power cord such a way that people cannot step on it.  Do not 

place anything over the power cord. 
8. Always Unplug the Power Cord before inserting any add-on card or 

module. 
9. All cautions and warnings on the equipment should be noted. 
10. Never pour any liquid into the opening that could damage or cause 

electrical shock. 
11. If any of the following situations arises, get the equipment checked by a 

service personnel: 
• The power cord or plug is damaged 
• Liquid has penetrated into the equipment 
• The equipment has been exposed to moisture 
• The equipment has not work well or you cannot get it work 

according to User’s Manual. 
• The equipment has dropped and damaged 
• If the equipment has obvious sign of breakage 

12. DO NOT LEAVE THIS EQUIPMENT IN AN ENVIRONMENT 
UNCONDITIONED, STORAGE TEMPERATURE ABOVE 600 C (1400F), 
IT MAY DAMAGE THE EQUIPMENT. 

 
 
CAUTION:  Danger of explosion if battery is incorrectly replaced.     
Replace only with the same or equivalent type recommended by the 
manufacturer.   
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BuzzerBuzzerBuzzerBuzzerBuzzer
(short pin) 1414141414 1515151515
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Pin1
Mouse DATA

Pin2
NC

Pin3
GND

Pin4
VCC

Pin5
Mouse ClockPin6

NC

Pin1
KBD DATA

Pin2
NC

Pin3
GND

Pin4
VCC

Pin5
KBD ClockPin6

NC
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!IDE Primary Master

!IDE Primary Slave

!IDE Secondary Master

!IDE Secondary Slave
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Standard CMOS Features

Advanced BIOS Features

Advanced Chipset Features

Integrated Peripherals

Power Management Setup

PnP/PCI Configurations

PC Health Status

Frequency/Voltage Control

Load Fail-Safe Defaults

Load Optimized Defaults

Set Supervisor Password

Set User Password

Save & Exit Setup

Exit Without Saving

Esc : Quit F9: Menu in BIOS
F10 : Save & Exit Setup

Time, Date, Hard Disk Type...

↑ ↓ → ←   : Select Item
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↑ ↓ → ← Move Enter:Select +/-/PU/PD:Value F10:Save ESC:Exit F1:General Help

Date(mm:dd:yy): Fri, Feb 28,1999
Time(hh:mm:ss): 00:00:00

IDE Primary Master Press Enter 2557MB
IDE Primary Slave Press Enter None
IDE Secondary Master Press Enter None
IDE Secondary Slave Press Enter None

Drive A 1.44M, 3.5in.
Drive B None

Video EGA/VGA
Halt On All Errors

Base Memory 640K
Extended Memory 64512K
Total Memory 65536K

Item Help

Menu Level  >

F5:Previous Values F6:Fail-Safe Defaults F7:Optimized Defaults
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↑ ↓ → ← Move Enter:Select +/-/PU/PD:Value F10:Save ESC:Exit F1:General Help

Anti-Virus Protection Disabled
CPU Internal Cache Enabled
External Cache Enabled
CPU L2 Cache ECC Checking Enabled
Processor Number Feature Enabled
Quick Power On Self Test Enabled
First Boot Device Floppy
Second Boot Device HDD-0
Third Boot Device LS120
Fourth Boot Device Disabled
Swap Floppy Drive Disabled
Boot Up Floppy Seek Enabled
Boot Up NumLock Status On
Gate A20 Option Fast
Typematic Rate Setting Disabled
Typematic Rate (Chars/Sec) 6
Typematic Delay (Msec) 250
Security Option Setup
OS Select for DRAM > 64MB Non-OS2
HDD S.M.A.R.T. Capability Disabled
Report No FDD For WIN 95 No
Full Screen LOGO Show Enabled

Item Help

Menu Level  >

F5:Previous Values F6:Fail-Safe Defaults F7:Optimized Defaults
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↑ ↓ → ← Move Enter:Select +/-/PU/PD:Value F10:Save ESC:Exit F1:General Help
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SDRAM CAS Latency Time Auto
SDRAM Cycle Time Tras/Trc 7/9
SDRAM RAS-to-CAS Delay 3
SDRAM RAS Precharge Time 3
System BIOS Cacheable Disabled
Video BIOS Cacheable Disabled
Memory Hole at 15M-16M Disabled
CPU Latency Timer Enabled
Delayed Transaction Enabled
AGP Graphics Aperture Size 64MB
System Memory Frequency Auto

Item Help

Menu Level  >

F5:Previous Values F6:Fail-Safe Defaults F7:Optimized Defaults
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On-Chip Primary PCI IDE Enabled
On-Chip Secondary PCI IDE Enabled
IDE Primary Master PIO Auto
IDE Primary Slave PIO Auto
IDE Secondary Master PIO Auto
IDE Secondary Slave PIO Auto
IDE Primary Master UDMA Auto
IDE Primary Slave UDMA Auto
IDE Secondary Master UDMA Auto
IDE Secondary Slave UDMA Auto
USB Controller Enabled
USB Keyboard Support Disabled
USB Mouse Support Disabled
Init Display First PCI Slot
AC97 Audio Auto
AC97 Modem Auto
Gate A20 Enabled
IDE HDD Block Mode Enabled
Keyboard Power On Disabled
POWER ON Function Button Only
KB Power On Password Enter
Hot Key Power ON Ctrl-F1
Onboard FDC Controller Enabled
Onboard Serial Port 1 3F8/IRQ4
Onboard Serial Port 2 2F8/IRQ3

UART Mode Select Normal
RxD, TxD Active Hi, Lo
IR Transmition Delay Enabled
UR2 Duplex Mode Half
USE IR Pins IR-Rx2Tx2
Onboard Parallel Port 378/IRQ7
Parallel Port Mode SPP
EPP Mode Select EPP 1.7
ECP Mode Use UDMA 3
PWRON After PWR-Fail Off
Game Port Address 201
Midi Port Address 290
Midi Port IRQ 10
Power Status LED Single

Item Help

Menu Level  >

↑ ↓ → ← Move Enter:Select +/-/PU/PD:Value F10:Save ESC:Exit F1:General Help
F5:Previous Values F6:Fail-Safe Defaults F7:Optimized Defaults
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IPCA Function Enabled
ACPI Suspend Type S1(POS)
Power Management User Define
Video Off Method DPMS
Video Off In Suspend Yes
Suspend Type Stop Grant
Modem Use IRQ 3
Suspend Mode Disabled
HDD Power Down Disabled
Soft-Off by PWR-BTTN Instant-Off
Wake-Up by PCI Card Disabled
Power On by Ring Enabled
Wake-Up On LAN Enabled
USB KB Wake-Up From S3 Disabled
CPU Thermal-Throttling 50.0%
Resume By Alarm Disabled
Date(of Month) Alarm 0
Date(hh:mm:ss) Alarm 0 0 0

**Reload Global Timer Events**
Primary IDE 0 Disabled
Primary IDE 1 Disabled
Secondary IDE 0 Disabled
Secondary IDE 1 Disabled
FDD, COM, LPT Port Disabled
PCI PIRQ[A-D]# Disabled

Item Help

Menu Level  >

↑ ↓ → ← Move Enter:Select +/-/PU/PD:Value F10:Save ESC:Exit F1:General Help
F5:Previous Values F6:Fail-Safe Defaults F7:Optimized Defaults
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PNP OS Installed No
Reset Configuration Data Disabled

Resources Controlled By Auto
IRQ Resources Press Enter
DMA Resources Press Enter

PCI/VGA Palette Snoop Disabled
INT Pin 1 Assignment Auto
INT Pin 2 Assignment Auto
INT Pin 3 Assignment Auto
INT Pin 4 Assignment Auto

Item Help

Menu Level  >

↑ ↓ → ← Move Enter:Select +/-/PU/PD:Value F10:Save ESC:Exit F1:General Help
F5:Previous Values F6:Fail-Safe Defaults F7:Optimized Defaults
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CPU Warning Temperature Disabled
Current System Temp. 390C/1020F
Current CPU Temperature 660C/1500F
Current Top Tech. III Temp. 320C/890F
System fan 0RPM
Power fan 0RPM
CPU fan 5532RPM
Vcore 1.96V
VTT 1.48V
3.3V 3.24V
+5V 4.89V
+12V 11.79V
-12V 12.19V
-5V -4.53V
VBAT(V) 3.10V
5VSB(V) 5.37V
Chassis Intrusion Detect Disabled
Shutdown Temperature Disabled

Item Help

Menu Level  >

↑ ↓ → ← Move Enter:Select +/-/PU/PD:Value F10:Save ESC:Exit F1:General Help
F5:Previous Values F6:Fail-Safe Defaults F7:Optimized Defaults
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Auto Detect DIMM/PCI Clk Enabled
Spread Spectrum Enabled
Clock By Slight Adjust 66
CPU Internal Freq Will Be 198 Mhz
CPU Clock Ratio Auto
Vcore Adjust 1.30V
(May be dangerous if Vcore Adjust ovr 10%)
Vio Voltage Adjust 3.4V

Item Help

Menu Level  >

↑ ↓ → ← Move Enter:Select +/-/PU/PD:Value F10:Save ESC:Exit F1:General Help
F5:Previous Values F6:Fail-Safe Defaults F7:Optimized Defaults
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!Standard CMOS Features

!Advanced BIOS Features

!Advanced Chipset Features

!Integrated Peripherals

!Power Management Setup

!PnP/PCI Configurations

!PC Health Status

!Frequency/Voltage Control

Load Fail-Safe Defaults

Load Optimized Defaults

Set Supervisor Password

Set User Password

Save & Exit Setup

Exit Without Saving

ESC : Quit         F9 : Menu in BIOS            ↑ ↓ ← → : Select Item

F10 : Save & Exit Setup

Load Fail-Safe Defaults

Load Fail-Safe Defaults (Y/N)? N
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!Frequency/Voltage Control

Load Fail-Safe Defaults

Load Optimized Defaults

Set Supervisor Password

Set User Password

Save & Exit Setup

Exit Without Saving
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!Standard CMOS Features

!Advanced BIOS Features

!Advanced Chipset Features

!Integrated Peripherals

!Power Management Setup

!PnP/PCI Configurations

!PC Health Status

ESC : Quit         F9 : Menu in BIOS            ↑ ↓ ← → : Select Item

F10 : Save & Exit Setup

Change/Set/Disable Password

Enter Password:
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