
Addendum to UM88 IOP-AIO User’s
Manual Version 1.0-N. I
The description of DX4 on page 1, the jumper settings for Cache Size on
page 8, the Fixed Disk Setup screen 1 & 2 on page 26 , and the Integrated
Peripherals screen information on page 28 of the UM88  lOP-AI0 version
1.1 User’s Manual have been modified

The modification are related to the addition of description for DX4, thefunc-
tion categories under CPU size jumper settings, the change or addition of,
the “IDE Adapter O/I Master”, theVDE Adapter O/l Slavepp,”  the 32 Bit
VO”,  and “the LPT mode” & ” CMD IDE Mode 3 Feature” options within
the Fixed Disk Setup screen l/2 & Integrated Peripherals screen respectively.
Please refer to the following for a detailed description of the changes imple-
mented.

*DX4  is only supported on the version of motherboard that has the 3.3V
regulator. (Please verify  before plugging any 3.3V CPU).

Function Jumper Settings

JP13 open
JP14 short 2-3

Cache Size 512KB - with 64Kx8 JP16 short 1-2
JP33 short
JP35 short

Phoenix Setup - Cowight 1985-94  Phocnlx  Technologlcs  Ltd.

Fixd Disk Setup
IDE Adapter 8 tlmtcr (C: S41 Hb)
IDE fidaptcr  8 S11uc <&me)
IDE Adapter 1 Hester  U&me)
IDE Adapter  1 Slaw (Hone)

Lwge Disk DOS Coaptibil  ity: Enabled1
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Figure 4-3. Fixed Disk Setup Screen 1
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Phoenix Setup - Copyright  1985-94 Phocnlx  Technologjcs  Ltd.

IDE fbdaptcr  8 Chstcr Uhmc)
fiutotype  Fixed Disk: CPrcs  Emterl

Type: HJSlZl
Cylinders: I 6671
Haads: [ 81
SectorwTrsck: I 331
Yrite pnccnp: tt4ont1

Hultl-Sector Transfers: CDLablndl
LDfI  Hudc ColItrol: CDizmblcdl
32 Bit l/O: [Dtsablcdl
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Figure 4-4. Fixed Disk

32 bit I/O - it is only foI
you have to disable it.

Setup Screen 2

PC1 IDE card, if you want to use the ISA IDE card,

Phoenix setup - Copyright 1905-91 Plmcnix  Technologies Ltd.
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Integrated Peripherals

(Rll Port: c-1
am2 Port: CZFB, I;s3 I
LPI Port: c 378  , IRQ 7 I
LPI Hodc: CStandard  1
Floppy control ler : [Enabled]
OlD IDE Hode  3 Feature: [Enabled1
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Figure 4-6. Integrated Peripherals Screen

CMD IDE Mode 3 Feature - enables 32 Bit I/O and CMD IDE Mode 3 Fea-
ture to support CMD DOS driver.
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