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Notes:



This document is available in a self extracting archive on all Driver 
floppies; the file name is INSTALL.EXE.
 
�
�Windows 95

Installing an updated Driver:

Open the CONTROL PANEL from START|SETTINGS.

Double Click on the Display icon.

Click the SETTINGS tab at the top of the DISPLAY PROPERTIES Window.

WINDOWS BUILD 1111 (OSR2) INSTRUCTIONS:

IF you are running the OSR2 version of Windows 95 there will be a button titled ADVANCED PROPERTIES at the bottom of the SETTINGS Page.  Click this button.

Click on the ADAPTER tab.

Click on the CHANGE button.

Insert the Driver Floppy into Drive A:.

Click on the HAVE DISK button.

Click OK.

Click OK.

A window titled "Select Device should now be displayed on the screen with the Alliance Semiconductor AT3D listed and highlighted. Click OK.

Follow the directions displayed on the screen and reboot when prompted.

Windows build 950 Instructions:

IF you are running the Original version of Windows 95 there will be a CHANGE DISPLAY TYPE button.  Click this button.

Click the CHANGE button in the ADAPTER TYPE box.

Insert the Driver Floppy into Drive A:.

Click on the HAVE DISK button.

Click on the BROWSE button.

Click OK.

Click OK.

A window titled "Select Device should now be displayed on the screen with the Alliance Semiconductor AT3D listed and highlighted. Click OK.

Follow the directions displayed on the screen and reboot when prompted.�

Using the Alliance Semiconductor Director’s Chair Display properties applet.

The ProMotion Director’s Chair 95 utility allows the user to control the graphics environment by adjusting the monitor refresh rate, screen centering, and driver performance.  

Open Display in the control panel of My Computer. 

Main Information Page

To center your screen and adjust refresh rate, click on the Monitor Control button.

To adjust the driver performance, click on the Performance button
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�Monitor Control Window

Note: Monitor control is not available in modes greater than 1152x864.

�����                �

Performance control

��                  �

�Using the Alliance Semiconductor PMGAMMA Gamma correction Utility

The PMGAMMA utility applies hardware gamma correction to the Windows 95 desktop and/or Gamma correction to video and Direct Draw surfaces.

In the Windows taskbar tray, left click on PMGAMMA icon:  � EMBED PBrush  ���

To apply gamma correction to the Windows desktop, left click on Desktop Gamma Correction:

� EMBED PBrush  ���

To apply gamma correction to video, click on Video Gamma Correction.  Usage is identical to the Desktop Gamma Correction panel.�

�Windows NT 4.0

Note: There is no Director’s Chair applet or Gamma correction available for Windows NT 4.0

Installing an updated Driver:

Note: You must have Administrator privileges to change the driver under the Windows NT 4.0 operating system.

Open the CONTROL PANEL from START|SETTINGS.

Double Click on the Display icon.

Click the SETTINGS tab at the top of the DISPLAY PROPERTIES Window.

Click on the Display Type… button and click the Change button.

Insert the driver floppy into drive A:

Click on the Have Disk… button and type “A:\WINNT” in the drop down box named: Copy Manufacturer’s files from.

Click OK

Select Alliance ProMotion Video Accelerator.

Click Yes at the “Installing third party drivers” question.

Follow the directions displayed on the screen and reboot when prompted.
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The About button displays version and copyright information.  In OEM versions this also contains 
support contact
 information
.






The Performance button opens the Driver performance window
.




The Driver information box gives information about:

Driver version number.

Screen resolution.

Director’s Chair version.

Screen refresh rate.




The Monitor Control button opens the Monitor control window.




The TV features Box gives the status of TV Out if present



The Features box gives the status of Desktop or Video Gamma correction



The Card information box gives information about:

Memory on the card.

BIOS version.

Manufacturer of the card.



Reset button; click to return to default screen position



Monitor screen centering buttons allow movement of 5 clicks in any direction



Refresh rate selection box.  This allows the user to choose any refresh rate available in the driver



Refresh rate override. Checking this box will allow the user to set a refresh manually



Current desktop size and refresh rate.



Check this box if you are experiencing problems on a PII system.



Check this box if you are having sound stuttering problems










